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Belt-stone combination PROFI 4 VARIO

PROFI 4 VARIO

Belt-stone combination for skis and boards

The PROFI 4 is a combined stone-belt grinding machine that fulfills all wishes
regarding ease of operation due to the many pneumatic features. With its inline stone
and belt the PROFI 4 is a real space saver and can even be installed directly against
a wall. If you choose the machine with the optional side edge grinding device (87°

to 90° angle) you get a central working station for all required preparation steps for

professional ski and snowboard service.
EASY AND QUICK CHANGE FROM BELT TO STONE

This machine gives you the opportunity to make a rapid switch between belt and
stone without taking the ski or snowboard out of your hands. By only pressing a
button you can change the feed arm from belt to stone and back effortlessly. The
independent pneumatics accurately adjust the grinding pressures for stone and

belt regardless of how often you change the units during processing.



Modern user interface

The enlarged touch display with the latest software generation makes
operating the PROFI 4 even more intuitive and appealing. The new structure
simulator makes it easy to visualize and create your own structures. In
addition, a large number of structures are already stored for you, which can

be reproduced at any time with ease.
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The new VARIO feature

With the PROFI 4 VARIO, you can pre-grind your skis and boards on the belt
side with the patented belts from the PROFI B VARIO in high quality and, if
required, structure them at the same time. This reduces your stone
consumption and saves costs. For sophisticated, individual structures, simply

switch from belt to stone at the touch of a button after pre-grinding on the belt.

Efficient stone grinding
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The 350 mm / 1’2" wide stone offers the possibility of applying the pre-grinding f ' \ e X /:,!,ﬁnl""'lll.
and finishing structure for skis side by side. This saves you time and material. /5 \ /
The optional centering feature allows you to structure even more precisely -
even when using a split-structured stone. Convex and concave snowboards

can also be optimally processed on the stone using the divisible feed roller.



Machines

PROFI 4 VARIO

Various equipment options for your needs

PRODUCT FEATURES

Belt-stone combination

PROFI 4 VARIO

YOUR BENEFITS PROFI 4 VARIO PROFI 4 VARIO RACE
Automatic change from belt to stone Fast and energy-saving operation Q Q
Pneumatically supported working steps Efficient, fatigue-free working (@) (@)
Speed and contact pressure stored in programs Intuitive operation for reproducible results (@) (@)
Dresser adjustment in one hundredth steps The most precise structures can be realized (@) (@)
Integrated structure assistant Structures adaptable to ski type and snow conditions (@) (@)
Water tank capacity of 1251/ 33 gal Better water quality and less maintenance effort (@) (@)
Installation possibility on the wall Space-saving operation from only one side (@) (@)
Divisible feed roller Processing of convex & concave boards possible (@) (@)
Optional side edge For space-saving all-in-one equipment @) @)
Ready-to-use belts Suitable for direct use (@} (@}
Structure grinding on the belt side Cost savings through lower stone consumption (@) (@)
Pre-grinding in high quality on the belt side Smooth surface as optimal basis for structuring (@) (@)
Centering for skis and snowboards For grinding symmetrical structures (@)
Race structuring package Structures for demanding target groups, (@)

easily adjustable centering for skis & snowboards

© included

O optionally available




( The PROFI 4 VARIO RACE is the absolute all-rounder among ski service machines. In
our workshop, the PROFI 4 VARIO RACE is the most frequently used machine for both

ski and snowboard servicing and delivers top quality.

HANS HOFER, BRUNDL SPORTS ))

Technical Data

[tem Number
Dimensions (Lx Wx H) in mm / ft

Weight in kg /Ib

Connecting voltage (EU-data)
Connecting voltage (US-data)
Connecting plug (EU)

Engine speed (stone unit) rpm
Engine speed (belt unit) rpm
Engine speed (side edge unit) rpm
Connecting power in kW
Coolant tank appr. in | / gal
Grinding stone in mm / ft
Grinding belt in mm / ft

Side edge tuning belt in mm / ft
Dressing speed

Grinding pressure feed in kg / Ib

Compressed air required.

Reichmann & Sohn GmbH  Rudolf-Diesel-StraBe 6-8 89264 Weissenhorn Germany +497309 875-75

without side edge

1071451

2,080 x 880 x 1,405

7 x 21" x 47"
700/1,543

400V, 3 PH/N/PE, 50 Hz
230V, 3 PH/PE, 60 Hz
CEE 16A 5-pin.

stepless

stepless

4.5

125733
$300x350/@1'x12"
350x 1,500/ 12" x 411"
stepless
0-70/0-154

with side edge

1071257

2,080x 1,040 x 1,405

7 x35" x 47"
800/1,764

400V, 3 PH/N/PE, 50 Hz
230V, 3 PH/PE, 60 Hz
CEE 16A 5-pin.

stepless

stepless

1,370 (EU) / 1,630 (US)
4.95

125733
@300x350/@1'x12"
350x 1,500/ 12" x 411"
20x1,200/0.8"x 3'11”
stepless

0-70/0-154
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